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† Listed by CSA for Class I, Zone 1 in Canada.

Listed by CSA as a Nationally Recognized

Test Lab (NRTL) for Class l, Div. 2, Class l,

Zone 2 in the United States.

** Type 4 when installed with a proper gasket.

O P T I O N A L  L O C K N U T S  A N D  
S E A L I N G  W A S H E R S

NPT
SIZES

3/8"

1/2"

3/4"

1"

1-1/4"

1-1/2"

2"

2-1/2"

3"

CATALOG NUMBER
STEEL SEALING
LOCKNUTS1 WASHERS2

KILLN375 —

KILLN1 KOR-1

KILLN2 KOR-2

KILLN3 KOR-3

KILLN4 KOR-4

KILLN5 KOR-5

KILLN6 KOR-6

KILLN7 — 

KILLN8 —

12-1/2" through 3" are malleable, with 
hexhead flats.

2Neoprene washers are mounted on steel 
reinforcing bands.

*Cable jacket may have to be stripped to pass

through connector body.

.125-.187

.187-.250

.250-.375

.375-.500

.500-.625

.375-.500

.500-.625

.625-.750

.750-.875

.500-.625

.625-.750

.750-.875

.875-1.000

1.000-1.125

.875-1.000

1.000-1.125

1.125-1.250

1.250-1.375

1.000-1.125

1.250-1.375

1.375-1.500

Orange

Red

White

Blue

Brown

Blue

Brown

Yellow

Purple

Brown

Yellow

Purple

Gray

Pink

—

—

—

—

—

—

—

ZN102-EX

ZN103-EX

ZN105-EX

ZN108-EX

ZN109-EX*

ZN208-EX

ZN209-EX

ZN210-EX*

ZN211-EX*

ZN309-EX

ZN310-EX

ZN311-EX

ZN312-EX*

ZN313-EX*

ZN412-EX

ZN413-EX

ZN414-EX*

ZN415-EX*

ZN513-EX

ZN515-EX

ZN616-EX

1.56

1.56

1.56

1.56

1.56

1.79

1.79

1.79

1.79

2.08

2.08

2.08

2.08

2.08

3.18

3.18

3.18

3.18

3.18

3.18

3.50

2.30

2.30

2.30

2.30

2.30

2.80

2.80

2.80

2.80

3.20

3.20

3.20

3.20

3.20

4.30

4.30

4.30

4.30

4.30

4.30

5.50

.50

.50

.50

.50

.50

.562

.562

.562

.562

.703

.703

.703

.703

.703

.73

.73

.73

.73

.75

.75

.80

.546

.546

.546

.546

.546

.765

.765

.765

.765

1.00

1.00

1.00

1.00

1.00

1.26

1.26

1.26

1.26

1.50

1.50

1.92

1/2"

1/2"

1/2"

1/2"

1/2"

3/4"

3/4"

3/4"

3/4"

1"

1"

1"

1-1/4"

1-1/4"

1-1/4"

1-1/4"

1-1/4"

1-1/4"

1-1/2"

1-1/2"

2"

CATALOG   NPT      CORD       COLOR  
NUMBER SIZE    RANGES   CODE

DIMENSIONS

A      B       C        D

Z  C O R D  C O N N E C T O R S  —  9 0 ºApplications
Use to secure and seal cords or
cables entering enclosures or 
raceways. 

Z Series connectors are also suitable
for use in hazardous locations per
National Electrical Code Articles 
501-4(b), 502-4(a&b), 503-3(a&b), 
505-15 (c); Canadian Electrical Code
18-106, 18-122, 18-156, 18-218, 
18-252, 18-302 and 18-352;
International Electrotechnical
Commission (IEC) 60079-7 Increased
Safety (Ex e II).Consult these articles
for appropriate installation require-
ments.

Features
• Aluminum construction resists

corrosion

• Neoprene grommet seals out oil
and moisture

• Nylon retention ring ensures 
superior holding power

• Wide range of sizes and config-
urations

Material/Finish
• Copper-free aluminum

(less than 4/10 of 1%)

• Natural finish

ZN310-EX Locknut

Lis ted  -  F i le  E22698

AEx (Class I, Zone 1) Ex e II†
Type 4**

Cer t i f i ed  -  F i le  LR73478

See f i les  for  de ta i ls  or  ca l l  K i l la rk .
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Applications
Z Series cord connector grips com-
bine aluminum cord connectors with
stainless steel mesh grips to provide
superior cord pull-out prevention in
indoor and outdoor applications.
These grips provide enclosure termi-
nations where cords are subjected to
moisture or splashing water.

They are also suitable for use in haz-
ardous locations per National
Electrical Code (Articles 501-4(b),
502-4(a&b), 503-3(a&b), 505-15 (c);
Canadian Electrical Code 18-106, 
18-122, 18-156, 18-218, 18-252, 
18-302 and 18-352; International
Electrotechnical Commission (IEC)
60079-7 Increased Safety (Ex e II).
Consult these articles for appropriate
installation requirements.

Features
• Aluminum fittings are strong,

durable and corrosion resistant

• Internal grommet provides liquid-
tight seal

• Stainless steel mesh grips resist
corrosion, prevent cord pull-out
and control arc-of-bend

Material/Finish
• Copper-free aluminum

(less than 4/10 of 1%)

• Natural finish

• Stainless steel mesh grip

O P T I O N A L  L O C K N U T S  A N D  
S E A L I N G  W A S H E R S

NPT
SIZES

3/8"

1/2"

3/4"

1"

1-1/4"

1-1/2"

2"

2-1/2"

3"

CATALOG NUMBER
STEEL SEALING
LOCKNUTS1 WASHERS2

KILLN375 —

KILLN1 KOR-1

KILLN2 KOR-2

KILLN3 KOR-3

KILLN4 KOR-4

KILLN5 KOR-5

KILLN6 KOR-6

KILLN7 —  

KILLN8 —

12-1/2" through 3" are malleable, with 
hexhead flats.

1Neoprene washers are mounted on steel 
reinforcing bands.

.250-.312

.312-.375

.375-.437

.187-.250

.250-.375

.375-.500

.500-.625

.625-.750

.750-.875

.187-.250

.250-.375

.375-.500

.500-.625

.625-.750

.750-.875

.375-.500

.500-.625

.625-.750

.750-.875

.875-1.00

1.00-1.125

Black

White

Blue

Red

White

Blue

Brown

Yellow

Purple

Red

White

Blue

Brown

Yellow

Purple

Blue

Brown

Yellow

Purple

Gray

Pink

ZS004-EX-MG

ZS006-EX-MG

ZS007-EX-MG

ZS103-EX-MG

ZS105-EX-MG

ZS108-EX-MG

ZS109-EX-MG

ZS110-EX-MG*

ZS111-EX-MG*

ZS203-EX-MG

ZS205-EX-MG

ZS208-EX-MG

ZS209-EX-MG

ZS210-EX-MG

ZS211-EX-MG*

ZS308-EX-MG

ZS309-EX-MG

ZS310-EX-MG

ZS311-EX-MG

ZS312-EX-MG*

ZS313-EX-MG*

.99

.99 

.99

1.13

1.13

1.13

1.13

1.40

1.40

1.29

1.29

1.29

1.29

1.40

1.40

1.81

1.81

1.81

1.81

1.81

2.31

.90

.90

.90

1.10

1.10

1.10

1.10

1.50

1.50

1.10

1.10

1.10

1.10

1.50

1.50

1.60

1.60

1.60

1.60

1.60

1.70

.425

.425

.425

.55

.55

.55

.55

.55

.55

.55

.55

.55

.55

.55

.55

.71

.71

.71

.71

.71

.66

.453

.453

.453

.635

.635

.635

.635

.635

.635

.635

.635

.635

.635

.815

.815

1.015

1.015

1.015

1.015

1.015

1.015

3/8"

3/8"

3/8"

1/2"

1/2"

1/2"

1/2"

1/2"

1/2"

3/4"

3/4"

3/4"

3/4"

3/4"

3/4"

1"

1"

1"

1"

1"

1"

Z  C O R D  C O N N E C T O R S  —  S T R A I G H T

NPT CORD COLOR DIMENSIONS
SIZE RANGES CODE A B C D

.187-.250

.250-.375

.375-.500

.500-.625

.375-.500

.500-.625

.625-.750

.750-.875

Red

White

Blue

Brown

Blue

Brown

Yellow

Purple

ZN103-EX-MG

ZN105-EX-MG

ZN108-EX-MG

ZN109-EX-MG*

ZN208-EX-MG

ZN209-EX-MG

ZN210-EX-MG*

ZN211-EX-MG*

1.56

1.56

1.56

1.56

1.79

1.79

1.79

1.79

2.30

2.30

2.30

2.30

2.80

2.80

2.80

2.80

.50

.50

.50

.50

.562

.562

.562

.562

.546

.546

.546

.546

.765

.765

.765

.765

1/2"

1/2"

1/2"

1/2"

3/4"

3/4"

3/4"

3/4"

NPT CORD COLOR
SIZE RANGES CODE

DIMENSIONS

A      B       C        D

Z  C O R D  C O N N E C T O R S  —  9 0 º

Lis ted  -  F i le  E22698

Cer t i f i ed  -  F i le  LR73478

See f i les  for  de ta i ls  or  ca l l  K i l la rk .LocknutZS310-EX-MG

ZN210-EX-MG

AEx (Class I, Zone 1) Ex e II†
Type 4**

CATALOG
NUMBER

CATALOG
NUMBER

* Cable jacket may have to be stripped to pass

through connector body on all sizes.

† Listed by CSA for Class I, Zone 1 in Canada.

Listed by CSA as a Nationally Recognized

Test Lab (NRTL) for Class l, Div. 2, Class l,

Zone 2 in the United States.

** Type 4 when installed with a proper gasket.
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Lis ted  -  F i le  E22698

Cer t i f i ed  -  F i le  LR73478

See f i les  for  de ta i ls  or  ca l l  K i l la rk .ZS210CR-EX ZN210CR-EX

O P T I O N A L  L O C K N U T S

Applications
Durable nylon construction makes
these connectors perfectly suited to
corrosive environments.

Typical applications for nylon cord
connectors include food processing
facilities, chemical and sewage treat-
ment plants and off-shore and dock-
side installations.

Features
• Nylon retention ring for increased

holding power

• Neoprene bushing seals against
moisture

• Nylon connectors obtain approxi-
mately the same cord retention val-
ues with hand tightening that can
be produced only by wrench tight-
ening of metal cord connectors

Material
• Nylon CATALOG NPT

NUMBER SIZE

LN-375CR 3/8"

LN-1CR 1/2"

LN-2CR 3/4"

LN-3CR 1"

Z NYLON CORD CONNECTORS  —  STRAIGHT

.125- .187

.187- .250

.250- .312

.312- .375

.375- .437

.062- .125

.125- .187

.187- .250

.250- .375

.375- .500

.500- .625

.375- .500

.500- .625

.625- .750

.750- .875

.375- .500

.500- .625

.625- .750

.750- .875

.875-1.000

1.000-1.125

Orange

Red

Black  

Whi te

Blue

Green

Orange

Red

Whi te  

B lue

Brown

Blue

Brown

Yel low

Purple

Blue  

Brown

Yel low 

Purple

Gray

Pink

ZS002CR-EX

ZS003CR-EX

ZS004CR-EX

ZS006CR-EX

ZS007CR-EX

ZS101CR-EX

ZS102CR-EX

ZS103CR-EX

ZS105CR-EX

ZS108CR-EX

ZS109CR-EX

ZS208CR-EX

ZS209CR-EX

ZS210CR-EX

ZS211CR-EX*

ZS308CR-EX

ZS309CR-EX

ZS310CR-EX

ZS311CR-EX

ZS312CR-EX

ZS313CR-EX*

3/8"

3/8"

3/8"

3/8"

3/8"

1/2"

1/2"

1/2"

1/2"

1/2"

1/2"

1"

1"

1"

1"

1"

1"

3/4"

3/4"

3/4"

3/4"

CATALOG NPT CORD COLOR
NUMBER SIZE RANGES CODE

Z  NYLON CORD CONNECTORS — 90°

.125- .187

.187- .250

.250- .375

.375- .500

.500- .625

.375- .500

.500- .625

.625- .750

.750- .875

.625- .750

.750- .875

.875-1.000

Orange

Red

Whi te

Blue

Brown

Blue

Brown

Yel low

Purple

Yel low 

Purple

Gray

ZN102CR-EX

ZN103CR-EX

ZN105CR-EX

ZN108CR-EX

ZN109CR-EX

ZN208CR-EX

ZN209CR-EX

ZN210CR-EX*

ZN211CR-EX*

ZN310CR-EX

ZN311CR-EX

ZN312CR-EX*

1/2"

1/2"

1/2"

1/2"

1/2"

3/4"

3/4"

3/4"

3/4"

1"

1"

1"

CATALOG NPT CORD COLOR
NUMBER SIZE RANGES CODE

AEx (Class I, Zone 1) Ex e II†
Type 4**

NPT
SIZE

3/8"

1/2"

3/4"

1"

DIMENSIONS

A B C D

63/64" 1-3/32" 7/16" 7/16"

1-1/4" 1-1/2" 17/32" 37/64"

1-31/64" 1-5/8" 35/64" 49/64"

1-27/32" 1-3/4" 11/16" 1-1/16"

Z  S T R A I G H T  D I M E N S I O N S

NPT
SIZE

1/2"

3/4"

1"

DIMENSIONS

A B C D

1-13/32" 2-1/2" 17/32" 1-1/2"

1-21/32" 2-51/64" 35/64" 49/64"

1-63/64" 3-19/64" 11/16" 1-1/64"

† Listed by CSA for Class I, Zone 1 in Canada.

Listed by CSA as a Nationally Recognized

Test Lab (NRTL) for Class l, Div. 2, Class l,

Zone 2 in the United States.

** Type 4 when installed with a proper gasket.

* Cable Jacket may have to be stripped to pass   
through connector body.
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Lis ted  -  F i le  E22698

Cer t i f i ed  -  F i le  LR73478

See f i les  for  de ta i ls  or  ca l l  K i l la rk .ZS308CR-EX-MG

O P T I O N A L  L O C K N U T S

Applications
Durable nylon construction makes
these connectors perfectly suited to
corrosive environments.

Typical applications for nylon cord
connectors include food processing
facilities, chemical and sewage treat-
ment plants and off-shore and dock-
side installations.

Features
• Nylon retention ring for increased

holding power

• Neoprene bushing seals against
moisture

• Nylon connectors obtain approxi-
mately the same cord retention val-
ues with hand tightening that can
be produced only by wrench tight-
ening of metal cord connectors

Material
• Nylon

• Kevlar mesh grip

CATALOG NPT
NUMBER SIZE

LN-375CR 3/8"

LN-1CR 1/2"

LN-2CR 3/4"

LN-3CR 1"

Z NYLON CORD CONNECTORS  —  STRAIGHT

.187- .250

.250- .312

.312- .375

.187- .250

.250- .375

.375- .500

.375- .500

.500- .625

.625- .750

.500- .625

.625- .750

.750- .875

.875-1.000

Red

Black  

Whi te

Red

Whi te  

B lue

Blue

Brown

Yel low

Brown

Yel low 

Purple

Gray

ZS003CR-EX-MG

ZS004CR-EX-MG

ZS006CR-EX-MG

ZS103CR-EX-MG

ZS105CR-EX-MG

ZS108CR-EX-MG

ZS208CR-EX-MG

ZS209CR-EX-MG

ZS210CR-EX-MG

ZS309CR-EX-MG

ZS310CR-EX-MG

ZS311CR-EX-MG

ZS312CR-EX-MG

3/8"

3/8"

3/8"

1/2"

1/2"

1/2"

1"

1"

1"

1"

3/4"

3/4"

3/4"

CATALOG NPT CORD COLOR
NUMBER SIZE RANGES CODE

Z  NYLON CORD CONNECTORS — 90°

.250- .375

.375- .500

.375- .500

.500- .625

.625- .750

.625- .750

.750- .875

Whi te

Blue

Blue

Brown

Yel low

Yel low 

Purple

ZN105CR-EX-MG

ZN108CR-EX-MG

ZN208CR-EX-MG

ZN209CR-EX-MG

ZN210CR-EX-MG

ZN310CR-EX-MG

ZN311CR-EX-MG

1/2"

1/2"

3/4"

3/4"

3/4"

1"

1"

CATALOG NPT CORD COLOR
NUMBER SIZE RANGES CODE

AEx (Class I, Zone 1) Ex e II†
Type 4**

NPT
SIZE

3/8"

1/2"

3/4"

1"

DIMENSIONS

A B C D

63/64" 1-3/32" 7/16" 7/16"

1-1/4" 1-1/2" 17/32" 37/64"

1-31/64" 1-5/8" 35/64" 49/64"

1-27/32" 1-3/4" 11/16" 1-1/16"

Z  S T R A I G H T  D I M E N S I O N S

NPT
SIZE

1/2"

3/4"

1"

DIMENSIONS

A B C D

1-13/32" 2-1/2" 17/32" 1-1/2"

1-21/32" 2-51/64" 35/64" 49/64"

1-63/64" 3-19/64" 11/16" 1-1/64"

Z  90° D I M E N S I O N S

† Listed by CSA for Class I, Zone 1 in Canada.

Listed by CSA as a Nationally Recognized

Test Lab (NRTL) for Class l, Div. 2, Class l,

Zone 2 in the United States.

** Type 4 when installed with a proper gasket.
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Applications
• Outdoor or Indoor use.

• For use with non armored cable,
as permitted by the NEC.

Features
• Provides a barrier seal between

the individual insulated conductors 
within the cable and prevents entry
of the products of an explosion
into the cable.

• Assembly of the cable gland 
compresses and distributes the
compound evenly to effect a barri-
er seal at the point of entry into the
enclosure.

Class l, Div. 2, Groups A,B,C,D
Class I, Zone 2, AEx d llC
Class l, Zone 2, AEx e ll
Class II, Div. 2, Groups F,G
Class III
IP66
NEMA 4X

CTCA

Max. Length

Entry Thread ‘E’ ‘B’‘D’

Compound

CTCAS050S

CTCAO050

CTCAA050L

CTCAB075

CTCAC100

CTCAC2125

CTCAD200

CTCAE250

CTCAF300

CTCAH350

1/2"

1/2"

1/2"

3/4"

1"

1 1/4"

2"

2 1/2"

3"

3 1/2"

M20

M20

M20

M25

M32

M40

M50

M63

M75

M90

6

6

10

21

42

60

80

100

120

-   

0 .39"

0.39"

0.64"

0.93"

1.23"

1.59"

1.96"

2.55"

2.98"

3.12"

0.22"

0.37"

0.49"

0.66"

0.87"

1.10"

1.42"

1.81"

2.24"

3.07"

0.35"

0.35"

0.43"

0.64"

0.86"

1.04"

1.46"

1.88"

2.32"

2.79"

0.47"

0.63"

0.81"

1.02"

1.30"

1.61"

2.07"

2.57"

3.07"

3.52"

2.81"

2.81"

2.84"

2.95"

3.11"

3.26"

3.36"

3.56"

3.76"

3.54"

0.94"

0.94"

1.18"

1.42"

1.81"

2.17"

2.56"

3.15"

3.74"

4.18"

1.09"

1.09"

1.36"

1.64"

2.09"

2.50"

2.96"

3.64"

4.31"

4.84"

CATALOG NUMBER

NPT
SIZE

METRIC

‘E’
MAX.
INNER

SHEATH

‘D’
MAX.
OVER

CORES MIN. MAX.

‘G’

ACROSS
FLATS

ACROSS
CORNERS

ENTRY THREAD
SIZE

OUTER JACKET ‘B’

HEXAGON
DIMENSIONS

CABLE ACCEPTANCE DETAILS

SIZE
REF.

Os

O

A

B

C

C2

D

E

F

H

• Provides an outer deluge seal to
prevent moisture ingress to the
cable armor and enclosure.
Deluge seal is colored red to indi-
cate Hazardous Area product.

• Provides a cable retention and low
smoke and fume, zero halogen
seal onto the cables outer sheath.

MAX.
NO. OF
CORES

INNER SHEATH/ CORES

Materials
• Copper free aluminum (less than 

4/10 of 1%)

Operating Temperature Range
• -50°C to +60°C
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Applications

Designed for use with jacketed inter-
locked and continuously welded/
corrugated armor cable where it is
essential to provide positive ground-
ing of cable armor and a NEMA 3, 4,
4X connection. e.g. TEC

®

or MC type
cable. Use outdoors or indoors.

Features

• Provides 360° armor grounding
which is fully inspectable.

• Grounding Device remains in con-
tact with cable when disassembed
for inspection.

• Provides cable retention and a low
smoke and fume, zero halogen
seal onto the cables outer sheath.

• Provides an outer deluge seal to
prevent moisture ingress to the
cable armor and enclosure.

Materials
• Copper free aluminum (less than 

4/10 of 1%)

Operating Temperature Range
• -50°C to +60°C

NEMA 4X
Sealing Backnut

Deluge Seal

Inspectable Armor
Grounding Device

CMCAA050

CMCAB075

CMCAC100

CMCAC2125

CMCAD150

CMCAD200

CMCAE250

CMCAF300

CMCAH350

1/2"

3/4"

1"

1 1/4"

1  1/2"

2"

2 1/2"

3"

3 1/2"

M20

M25

M32

M40

M50

M50

M63

M75

M90

0.49"

0.66"

0.87"

1.10"

1.42”

1.42"

1.81"

2.24"

3.18"

0.41"

0.49"

0.85"

1.17"

1.37”

1.37"

1.76"

2.29"

2.92"

0.80"

1.02"

1.29"

1.61"

2.07”

2.07"

2.57"

3.07"

3.52"

3.35"

3.61"

3.90"

4.01"

4.94”

4.94"

5.15"

5.17"

5.17"

1.18"

1.42"

1.81"

2.17"

2.56”

2.56"

3.15"

3.74"

4.18"

1.36"

1.64"

2.09"

2.50"

2.96”

2.96"

3.64"

4.31"

4.84"

CATALOG NUMBER

NPT
SIZE

METRIC

MIN. MAX.

ARMOR SHEATH
‘A’

MIN. MAX.

MAX.
LENGTH

ACROSS
FLATS

ACROSS
CORNERS

ENTRY THREAD
SIZE INNER SHEATH/

CORES OUTER JACKET ‘B’

HEXAGON
DIMENSIONS

CABLE ACCEPTANCE DETAILS

SIZE
REF.

A

B

C

C2

D

D

E

F

H

CMCA

Max. Length

Entry Thread ‘A’ ‘B’

Class I, Div. 2†, Groups A, B, C, D 
Class l, Zone 1, AEx e ll 
Class II, Div. 1 & 2, Groups E, F, G
Class III
Class I, Zones 1 & 2†
Suitable for wet locations
Types 3, 4, 4X
IP66

0.64"

0.93"

1.23"

1.59"

1.96”

1.96"

2.55"

2.98"

3.47"

Cable armor diameter and cable jacket diameter refer to the dimensions across the crest - all dimensions in inches.

† Where explosion proof/flameproof enclosures are being used the CMCA must be installed in conjunction with an approved sealing

fitting. In Division 2 areas the CMCA can be fitted directly to an enclosure which has no source of ignition.

Construction
Details
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CMCXA

Class I, Div. 1 & 2, Groups A, B, C, D
Class l, Zone 1 AEx d llC
Class l, Zone 1 AEx e ll  
Class II, Div. 1 & 2, Groups E, F, G
Class III
Suitable for wet locations
Types 3, 4, 4X
IP66

Applications

Designed for use with jacketed inter-
locked and continuously welded/
corrugated armor cable where it is
necessary to provide  a complete gas
block/explosion proof seal to the
cable, plus a NEMA 3, 4, 4x connec-
tion. Example: TEC or MC-HL type
cable. Use outdoors or indoors.

Features

• Provides 360° armor grounding

which is fully inspectable.

• Grounding Device remains in con-

tact with cable when disassembed

for inspection.

• Provides a barrier seal between the

individual insulated cores within 

the cable and prevents entry of 

the products of an explosion into 

the cable.

• Assembly of the cable gland com-

presses and distributes the compound

evenly to create a barrier seal at the

point of entry into the enclosure.

• Provides cable retention and a low

smoke and fume, zero halogen seal

onto the cables outer sheath.

• Provides an outer deluge seal to

prevent moisture ingress to the

cable armor and enclosure. Deluge

seal is colored red to indicate

Hazardous Area product.

Materials
• Copper free aluminum (less than

4/10 of 1%)

Operating Temperature Range
• -50°C to +60°C

NEMA 4X
Sealing Backnut

Deluge Seal

Inspectable Armor
Grounding Device

Construction
Details

Max. Length

Entry Thread ‘E’ ‘B’‘D’

Compound

CMCXAA050

CMCXAB075

CMCXAC100

CMCXAC2125

CMCXAD150

CMCXAD200

CMCXAE250

CMCXAF300

CMCXAH350

1/2"

3/4"

1"

1 1/4"

1  1/2"

2"

2 1/2"

3"

3 1/2"

M20

M25

M32

M40

M50

M50

M63

M75

M90

0.43"

0.64"

0.86"

1.04"

1.46"

1.46"

1.88"

2.32"

2.79"

10

21

42

60

80

80

100

120

120

0.49"

0.66"

0.87"

1.10"

1.42"

1.42"

1.81"

2.24"

3.18"

0.41"

0.49"

0.85"

1.17"

1.37"

1.37"

1.76"

2.29"

2.92"

0.64"

0.93"

1.23"

1.59"

1.96"

1.96"

2.55"

2.98"

3.47"

0.80"

1.02"

1.29"

1.61"

2.07"

2.07"

2.57"

3.07"

3.52"

2.95"

3.20"

3.54"

3.73"

5.08"

5.08"

5.11"

4.88"

5.02"

1.18"

1.42"

1.81"

2.17"

2.56"

2.56"

3.15"

3.74"

4.18"

1.36"

1.64"

2.09"

2.50"

2.96"

2.96"

3.64"

4.31"

4.84"

CATALOG NUMBER

NPT
SIZE

METRIC

MIN. MAX.

ARMOR SHEATH
‘E’

‘D’
MAX.
OVER

CORES

MAX.
NO. OF
CORES

MIN. MAX.

MAX.
LENGTH

ACROSS
FLATS

ACROSS
CORNERS

ENTRY THREAD
SIZE

INNER SHEATH/ CORES OUTER JACKET ‘B’

HEXAGON
DIMENSIONS

CABLE ACCEPTANCE DETAILS

SIZE
REF.

A

B

C

C2

D

D

E

F

H

Sealing chamber
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Increased Safety Locknuts
Used to secure conduit hubs or similiar
products entering an enclosure, these
zink locknuts have an increased safety
terminal for grounding purposes.

Z H L N  Z I N C  L O C K N U T S

SIZE

1/2"

3/4"

1"

1-1/4"

1-1/2"

2"

2-1/2"

3"

3-1/2"

CATALOG NUMBER

ZHLN-170

ZHLN-270

ZHLN-370

ZHLN-470

ZHLN-570

ZHLN-670

ZHLN-770

ZHLN-870

ZHLN-970

NPT DIMENSIONS

DIAMETER
A

1.5"

1 .7"

2 .0"

2 .4"

2 .8"

3 .3"

3 .7"

4 .4"

5 .0"

HEIGHT
B

11/16"

3/4"

3/4"

53/64"

31/32"

31/32"

1-1/4"

1-1/4"

1-5/16"

LNZ10-050NPTSWZ60-050NPT ZHLN-170

Sealing (IP) Washers
Sealing washers are commonly
used with cable glands or similar
fittings entering an enclosure.
While these products are not
threaded, they are available with
clearance holes to accommodate a
wide range of threadforms includ-
ing ISO (metric), NPT, PG, BSP,
and ET.  Sealing washers are avail-
able in nylon. The most common
combinations are listed. For option-
al combinations, contact Killark.

S W Z  N Y L O N  W A S H E R S

NPT

SIZE CATALOG NUMBER

1/2" SWZ60-050NPT

3/4" SWZ60-075NPT

1" SWZ60-100NPT

1-1/4" SWZ60-125NPT

1-1/2" SWZ60-150NPT

2" SWZ60-200NPT

2-1/2" SWZ60-250NPT

3" SWZ60-300NPT

3-1/2" SWZ60-350NPT

Locknuts
These fittings are commonly used
to secure cable glands or similar
products entering an enclosure.
These products are available in a
wide range of threadforms includ-
ing ISO (metric), NPT, PG,
Imperial, BSPP, BSPT, NPS, ET,
other UK and European, Japanese
and CIS.  These products are
available in brass (standard) or
Nylon 6, or can be specially
ordered in 316 stainless steel,
steel and aluminum which can be
plated in nickel, zinc, cadmium
and chromium (Plating not possi-
ble with nylon). The most common
combinations are listed. For
optional combinations, contact
Killark.

L N Z  B R A S S  L O C K N U T S

NPT

SIZE
CATALOG
NUMBER

1/2" LNZ10-050NPT

3/4" LNZ10-075NPT

1" LNZ10-100NPT

1-1/4" LNZ10-125NPT

1-1/2" LNZ10-150NPT

2" LNZ10-200NPT

2-1/2" LNZ10-250NPT

3" LNZ10-300NPT
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PARALLEL TYPE EDGE TYPE RIGHT ANGLE TYPE Lis ted  -  F i le  E213669

Applications
• Designed to secure rigid metal conduit, IMC

or EMT across, parallel or prependicular to
channel, beam and angle supports.

Features
• Three styles meet every installation need

• Heavy duty U-bolts, hex bolts and hex nuts

• Capable of supporting heavy loads

Material/Finish

• Malleable iron (hot dipped galvanized) with

steel U-bolts and nuts (mechanically 

galvanized).

CATALOG
NUMBER

P C C  PA R A L L E L  T Y P E  C L A M P S

2-7/8"
(73)

3-1/16"
(78)

3-1/4"
(83)

3-5/8"
(92)

3-7/8"
(98)

4-5/8"
(117)

5-1/4"
(133)

5-1/8"
(149)

6-5/16"
(160)

6-13/16"
(173)

1-7/16"
(36)

1-11/16"
(43)

2"
(51)

2-1/8"
(53)

2-3/16"
(56)

2-7/8"
(73)

3-1/4"
(83)

3-1/8"
(98)

4-5/16"
(110)

4-13/16"
(122)

PCC050

PCC075

PCC100

PCC125

PCC150

PCC200

PCC250

PCC300

PCC350

PCC400

1/2"

3/4"

1"

1-1/4"

1-1/2"

2"

2-1/2"

3"

3-1/2"

4"

CONDUIT
SIZE

A B

RACC TypeECC Type

PCC Type

Dimensions

CATALOG
NUMBER

R A C C  R I G H T  A N G L E  T Y P E  C L A M P S

1"
(25)

1-1/8"
(29)

1-3/8"
(35)

1-3/4"
(44)

2"
(51)

2-1/2"
(64)

2-1/2"
(64)

3-5/8"
(92)

4-1/16"
(103)

4-11/16"
(119)

1-1/4"
(32)

1-3/8"
(35)

1-5/8"
(41)

2"
(51)

2-3/8"
(60)

2-1/2"
(64)

3"
(76)

3-7/8"
(98)

4-9/16"
(116)

5-1/16"
(129)

RACC050

RACC075

RACC100

RACC125

RACC150

RACC200

RACC250

RACC300

RACC350

RACC400

1/2"

3/4"

1"

1-1/4"

1-1/2"

2"

2-1/2"

3"

3-1/2"

4"

CONDUIT
SIZE

A B

2-1/2"
(64)

2-13/16"
(72)

3-1/16"
(78)

3-3/16"
(81)

3-1/2"
(89)

4-1/2"
(114)

3-1/4"
(83)

5-3/8"
(137)

5-7/8"
(149)

6-11/16"
(170)

C

1-13/16"
(46)

1-13/16"
(46)

1-13/16"
(46)

1-13/16"
(46)

1-13/16"
(46)

2-5/8"
(67)

4-7/8"
(124)

2-5/8"
(67)

2-5/8"
(67)

2-5/8"
(67)

D

2-1/16"
(52)

2-1/4"
(57)

2-9/16"
(65)

2-7/8"
(73)

3-1/4"
(83)

4-1/16"
(103)

2-5/8"
(67)

5-1/8"
(130)

5-5/8"
(143)

6-1/8"
(156)

E

CATALOG
NUMBER

E C C  E D G E  T Y P E  C L A M P S

2-13/16"
(71)

2-15/16"
(75)

3-1/16"
(78)

3-1/16"
(78)

3-15/16"
(100)

4-1/2"
(114)

5-1/8"
(130)

5-3/4"
(146)

2-1/8"
(54)

2-3/8"
(60)

2-5/8"
(67)

3-1/16"
(78)

3-1/4"
(83)

4-1/16"
(103)

4-5/8"
(117)

5-1/4"
(133)

ECC050

ECC075

ECC100

ECC125

ECC150

ECC200

ECC250

ECC300

1/2"

3/4"

1"

1-1/4"

1-1/2"

2"

2-1/2"

3"

CONDUIT
SIZE

A B

NEW!
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